
TRICKLE CHARGER SYSTEM 

The Ifor Williams Trickle Charge System is a standard fit on ba�ery operated Tipper 

trailers from April 2019. 

The Customer will require a 13 pin electrical system  on their Vehicle, but specifically 

with pins 9 and 10 wired up. These two are o(en omi�ed as standard by some car 

manufacture's and are referred to as “Caravan electrics”, so always double check that 

they are pre-set on the towing vehicle. They are normally used to control a relay which 

charges the ba�ery and power the fridge in a caravan circuit. 

The system is built into the trailer wiring and will automa.cally charge the ba�ery 

when the towing vehicle is plugged in, with the engine running. 

NOTE:  

It is a trickle charge system, intended for topping up a ba�ery when being driven and 

not intended to fully charge a flat ba�ery.  The system has a “relay” to prevent the ve-

hicles’ electrics from being discharged when .pping.  However for addi.onal peace of 

mind we recommend you disconnect or switch off towing vehicle when .pping . 

Ba�ery Charging Post. 

To enable a ba�ery to be fully charged without removing it from the trailer, charging 

posts are supplied to allow connec.on of an external ba�ery charger. 

This should be connected as per the manufacture’s instruc.ons. 

Maximum recommended charger size—5Amps. 

Red (+) posi.ve, Black (-) nega.ve 

To suit Tipper models TT2515, TT3017, 

and TT3621, fi�ed with a ba�ery. 






